Available Motor Options

Instrument Grade Brushless DC Motors
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A = Available Option

C = Consult Factory
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EC033A | 13(33] | 3-8[0.021-0.056] | 12,000 ) I - R R D
EC042B | 1.66 [42] 9-25[0.06-0.18] 9,000 R W A R R W
EC044A | 1.72[44] | 6-11[0.043-0.081] 15,000 [GEN A C|A|C R R W
FCO57C | 2.25[57) | 11-40[0.077-0.282] | 12,000 [ c c AN c A
EC057B | 2.25[57] 20-83 [0.14-0.59] 6,000 R A A
ECO57A | 2.25[57] | 54-1301[0.38-0.93] 6,000 C | A C A
EC083A | 3.25[83] | 130-300 [0.09-2.1] 6,000 A
EC121A | 4.75[121] | 431-928 [3.0-6.6] 5,000
Integrated Controllers Brushless DC Motors
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EC044A | 1.72 [44] 6 [0.042] 5,500 & A C
ECO83A | 3.25[83] | 104-214[0.73-1.51] | 3,600
Automation Grade Brushless DC Motors
Encoders Drives
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EA057A | 2.25 [57] 66-250 [0.47-1.7] 6,000 A A
EAO90A | 3.5[90] 260-650 [1.8-4.6] 6,000 A
Slotless Brushless DC Motors
Encoder Gearboxes Brakes Drives
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ESO30A | 1.38[35] | 4-5.8[0.028-0.040] 8,000 R A| A C R A
ES040A | 1.65 [42] 12-19[0.08-0.13] 8,000 R A A|A|C C R R
ESO50A | 2.28[58] | 25-43[0.176-0.30] | 5,000 R Al A | R | R R
Brush Commutated DC Motors
Gearboxes Brakes Drives
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DC022C | 0.866 [22] | 0.8-2 [0.005-0.014] 10,000 A|A R
DC026C | 1.02 [26] | 1.9-3.2[0.013-0.022] | 10,000 A A R
DCO30B | 1.18[30] | 1.6-2.6 [0.011-0.018] | 10,000 R R
DCO30C | 1.18[30] | 2.7-8.5[0.019-0.060] | 10,000 R R
DC032A | 1.25[32] | 3.8-4.9[0.027-0.035] | 6,500 | ] R
DCO40B | 1.58 [40] | 2.4-11.5[0.016-0.08] 8,000 R R
DC054B |2.125 [54] |  10-50 [0.07-0.35] 6,000 R A
DCO57A | 2.25 [57] 30-57 [0.21-0.40] 6,000 C A
DCO83A | 3.25[83] | 80-230 [0.56-1.62] 6,000 A

*For PBL4850E to operate a brush motor, an encoder is required.
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